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(Figure-5) Fix and lock diagonal braces (2x205 cm.) on both sides with Q-Lock system 
into the step holes of narrow extensional ladders (sixth step to tenth step) 
(Figure-6)  Fix and lock short horizontal braces (2x171cm.)  (Figure-7) Fix and lock 
horizontal braces (6x171 cm.) with Q-Lock system into the rung holes of narrow ex-
tensional ladders (Figure-8) Fix the four pieces of stabiliser (186cm.) supports from 
base to ladders by using hand screws and place toeboard to upper platform surface as it 
covers all corners. (Figure-9) Tower is ready to use.
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3.5 TeleSafe S008 XL_FP Scaffold Assembly Method

(Figure-1) Insert the 2 piece bonding profiles into their places. Screw the bakalite bolts 
(clockwise rotation) by hand untill they are fully placed.(Figure-2)  Instert the alumini-
um ladders (narrow ones opposingly and the wide ones ones opposingly) into the canals 
on the chassis.

(Figure-3) Screw the bakalite bolts (clockwise rotation) by hand untill they are fully 
placed. Fix and lock long braces (4x250 cm.) with Q-Lock system in the rung holes
(Figure-4) Fix and lock short diagonal braces (2x205 cm.) on both sides with Q-Lock 
system into the step holes of narrow extensional ladders (eighth  step to twelfth step)   
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(Figure-5) Place platform on the red safe step.
(Figure-6) Fix and lock short horizontal braces (8x171 cm.) 

(Figure-7) Fix the four pieces of stabiliser supports from 
base to ladders by using hand screws.
(Figure-8) Tower is ready to use. 
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